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Cyclic loadStructural engineers usually limit the use of HSC columns to seismic active zones because of their brittle
behavior in comparison with NSC, even though it presents advantages both in terms of mechanics and
durability. A possible solution to improve the ductile behavior of HSC columns is the use of transverse
reinforcement and steel fibers simultaneously.
In addition, the use of HSC makes the design of more slender columns possible, with the consequent
increase of second-order effects. However, there are few experimental tests on columns of medium slen-
derness (between 5 and 10) subjected to cyclic loads including or excluding steel fibers.
This article presents experimental research work on the behavior of slender columns subjected to com-
bined constant compression and cyclic lateral loads. Fifteen tests were carried out in order to study the
behavior of such elements.
The following variables were studied: concrete strength, slenderness, axial load level, transverse rein-
forcement ratio, and volumetric steel-fiber ratio. The maximum load and deformation capacity of the col-
umns were analyzed. The fact that the inclusion of steel fibers into the concrete mixture increases the
deformation capacity was verified. Moreover, a minimum transverse reinforcement is required in order
to improve the effectiveness of the steel fibers with no significant decrease in the carrying capacity under
cyclic loading. The inclusion of steel fibers in HSC can ensure similar ductility values to those of NSC. It
was shown that slenderness influences the deformation capacity.
 2012 Elsevier Ltd. All rights reserved.1. Introduction
In recent years, the use of high-strength concrete (HSC) in con-
struction has increased and been accepted by designers and build-
ers. The immediate benefits of using this type of concrete in
columns focus on increasing the load capacity and material
savings, and result in smaller cross-sections, and more slender col-
umns, with the consequent increase of second-order effects.
Currently, the criterion of capacity-based design [13,14] guar-
anteeing that plastic hinges appear in the beam ends and in the
bottom of first-storey columns or bridge columns. Thus, reinforced
concrete columns have to provide a significant inelastic response
with a minor decrease of load capacity without a significance loss
of load capacity.
Since the behavior of high-strength concrete in columns is more
brittle than that of normal-strength concrete [21,16], its use is
gradually being accepted in seismic zones [20]. In order to guaran-
tee a ductile behavior of the columns, and therefore their
safety, design codes [11,13,1] include a minimum transversereinforcement ratio. In general, this ratio is proportional to the con-
crete strength and the axial load level among other variables. HSC
columns require a greater transverse reinforcement ratio than NSC
ones, and this makes concrete casting difficult, especially for high
axial load levels. Transverse reinforcement improves the column
ductility, and its ability to absorb and dissipate energy without a
significant loss of load capacity under accidental actions. Another
solution for the improvement of the column ductility is adding
steel fibers to the concrete mixture [26]. The combined use of steel
fibers and transverse reinforcement can reduce the transverse rein-
forcement ratio required by codes, especially for the case of seismic
design [6]. However, code proposals neglect the favorable effect of
steel fibers [13,1].
Several authors, including [17,22,7] have studied the behavior
of fiber-reinforced high-strength concrete. These studies show
the typical stress–strain constitutive relationships of concrete in
compression, in which the inclusion of steel fibers represents a
minor increase in the peak stress, a significant increase in strain
at peak stress, and a substantial increase in toughness. Recent re-
search [15,2,29,8,27] has shown that the presence of steel fibers
delays concrete spalling, and increases the deformation capacity














Fig. 2. Cross-section details (unit: mm).
566 K.E. Caballero-Morrison et al. / Engineering Structures 57 (2013) 565–577There are numerous publications concerning the study of the
strength and deformation capacity of columns under cyclic loading
[5,9]. Experimental tests available focus on reinforced concrete col-
umns (without fibers) with shear slenderness (kV) under 6.5 [25].
There are some laboratory tests of steel fiber-reinforced concrete
columns subjected to combinations of axial and lateral loads [6].
Second-order effects (P–D effect) have a significant influence on
the deformation capacity of slender columns [3], and there are a
few tests on columns with slenderness over 6.5 only for normal-
strength concrete [6]. As a result, it is necessary to study the behav-
ior of HSC columns subjected to constant axial load combined with
cyclic lateral loads.
This research work presents an experimental program on the
behavior of slender normal-strength and high-strength concrete
columns, under constant compression and cyclic loads, with and
without steel fibers. The effect of confinement and the presence
of steel fibers are studied through the following variables: axial
load level, concrete strength, and slenderness of the column. These
results can be used to calibrate numerical models, and to validate
simplified methods included in codes.
2. Test program
Test specimens were designed to represent two semi-columns
of two adjacent storeys connected by a stub. The geometric details
of the specimens are shown in Fig. 1, and the cross-section details
of the semi-columns are shown in Fig. 2. This type of specimen has
been previously employed by Yamashiro and Sies [37], Priestley
and Park [28], and Barrera et al. [4] among others.
The following parameters were analyzed: (a) the shear slender-
ness (kV = Ls/h = M/(Vh), where h was the total depth of the cross-
section, M and V were the bending moment and the shear load
applied); (b) the relative normal force (m = N/[bhfc], where N was
the axial load applied, b was the width of the cross-section, and
fc was the concrete compressive strength); (c) the confinement
effectiveness of the transverse reinforcement (axx, where a was
the confinement effectiveness factor, this factor takes into account
the spacing and the arrangement of the stirrups in the section, and
xx was the volumetric transverse reinforcement ratio [13] Sec-
tion 5.4.3.2.2 (8)); and (d) the steel fiber content.
In the experimental program each parameter studied ranges as
follows:
 Concrete strength (fc). Nominal strengths of 30 and 75 MPa
were chosen.
 Relative normal force (m). The following three levels were con-
sidered: 0.10 and 0.35.
 Shear slenderness ratio (kV). Values of 5.77 and 10.71 were
taken into account. Second-order effects cannot be neglected
in either case, and the values chosen are greater than those
included in the literature.
 Longitudinal reinforcement ratio (ql). Two similar values were
considered: 1.44% if kV = 10.71 and 1.74% if kV = 5.77.180 1320 300
3300
300
Ls = 1500 
Fig. 1. Dimensions of test s Effective volumetric mechanical ratio of confinement (axx).
Three levels were taken into account: high (0.05), medium
(0.02), and low (0.01). Given a transverse reinforcement diame-
ter /t = 8 mm: (a) axx = 0.05 was obtained for HSC assuming a
transverse reinforcement spacing (st) of 50 mm if kV = 5.77, and
st = 70 mm if kV = 10.71, and for NSC with st = 100 mm if
kV = 5.77; (b) axx = 0.02 was obtained for HSC with
st = 100 mm if kV = 5.77; and (c) axx = 0.01 taking st = 600 mm
if kV = 5.77 for both HSC and NSC. The latter level is considered
for analysis if it is possible to replace the transverse reinforce-
ment with steel fibers, for cases with larger volume of steel
fibers.
 Steel fiber content: 30 and 60 kg/m3, corresponding to volumet-
ric steel-fiber ratios of 0.38% and 0.76% respectively.
Table 1 shows the details of the 15 specimens included in the
experimental program.
All specimens were tested at 28 days. To determine the average
concrete compressive strength three cylinders (150  300 mm)
[31] were tested for each specimen (see Table 1).
2.1. Material properties
Cement Portland CEM I 52,5R [33], and crushed limestone grav-
el with sizes ranging from 4 to 7 mm were used. The dosages con-
sidered are listed in Table 2.
The steel used was B 500 SD [11], and C class [12]. The results of
the characterization tests following UNE EN-10002-1 [30] are
shown in Fig. 3. To determinate the average values of the steel
mechanical properties two pieces of reinforcing steel were tested
for each nominal diameter.
The steel fibers used were DRAMIX RC-65/35-BN, with aspect
ratio l/d = 35/0.55 = 63.63, and 1100 MPa tensile strength for NSC,
and DRAMIX RC-80/40-BP, with aspect ratio l/d = 40/0.50 = 80,
and 2600 MPa tensile strength for HSC. A greater tensile strength
for HSC has been chosen to ensure that the failure is due to a loss
of bond-slip in the steel fibers, because the bond strength between
steel fibers and concrete increases with the concrete strength. A
550  150  150 mm prismatic specimen was made for each mix-




Details of test specimens.
Id Specimen h (m) b (m) fc (MPa) Steel fiber
content (kg/m3)
kV N (kN) Nbhfc Reinforcement
Longitudinal Transverse (/t = 8 mm)
/l (mm) ql (%) st (mm) qS (%) axx
N1 HF00L05V2S100 0.26 0.15 64.10 0 5.77 895.1 0.36 6/12 1.74 100 1.40 0.02
N2 HF00L05V2S50 0.26 0.15 71.70 0 5.77 959.0 0.34 6/12 1.74 50 2.79 0.06
N3 HF00L05V1S50 0.26 0.15 75.40 0 5.77 294.7 0.11 6/12 1.74 50 2.79 0.05
N4 HF00L10V1S70 0.14 0.15 70.50 0 10.71 175.2 0.12 6/8 1.44 70 3.03 0.05
N5 HF30L05V2S600 0.26 0.15 75.60 30 5.77 967.7 0.33 6/12 1.74 600 0.23 0.01
N6 HF60L05V2S100 0.26 0.15 75.50 60 5.77 1013.3 0.34 6/12 1.74 100 1.40 0.02
N7 HF60L05V2S50 0.26 0.15 79.20 60 5.77 1056.7 0.34 6/12 1.74 50 2.79 0.05
N8 HF60L05V2S600 0.26 0.15 75.10 60 5.77 993.7 0.34 6/12 1.74 600 0.23 0.01
N9 HF60L05V1S50 0.26 0.15 81.10 60 5.77 333.9 0.11 6/12 1.74 50 2.79 0.05
N10 HF60L10V1S70 0.14 0.15 79.30 60 10.71 190.2 0.11 6/8 1.44 70 3.03 0.04
N11 HF60L10V2S70 0.14 0.15 79.10 60 10.71 598.8 0.36 6/8 1.44 70 3.03 0.04
N12 NF00L05V2S100 0.26 0.15 33.57 0 5.77 491.7 0.38 6/12 1.74 100 1.40 0.04
N13 NF30L05V2S100 0.26 0.15 33.37 30 5.77 473.8 0.36 6/12 1.74 100 1.40 0.04
N14 NF60L05V2S100 0.26 0.15 33.65 60 5.77 412.7 0.31 6/12 1.74 100 1.40 0.04
N15 NF60L05V2S600 0.26 0.15 32.12 60 5.77 420.6 0.34 6/12 1.74 600 0.23 0.01
Table 2
Concrete dosages considered (kg/m3).
Description Concrete
type
Cement Water Sand Crushed
limestone




NSC 1 348 220 1065 666 – – – –
2 30 – 1.22 (%) 2.44 (%)
3 60 – 1.57 (%) 3.13 (%)
HSC 4 427.5 180 705 890 – 50 4.27 (%) 8.55 (%)
5 30 50 5.34 (%) 10.69 (%)

















φ l = 12 mm
φ l = 8 mm
φ t = 8 mm
Longitudinal Transverse 
φ 8 mm φ 12 mm φ 8 mm 
fy (MPa) 545.52 548.27 541.57 
εy (mm/mm) 0.0027 0.0027 0.0027 
εsh (mm/mm) 0.05 0.051 0.031 
ft (MPa) 648.21 656.98 657.82 
εu (mm/mm) 0.1720 0.1840 0.2281 
Es (MPa) 200000 
Fig. 3. Stress–strain behavior of steel.
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limit of proportionality (fL) and the residual flexural tensile
strength of fiber reinforced concrete corresponding to Crack Mouth
Opening Displacement (CMOD) = CMODj (fRj, for j = 1–4 [18]) (see
Table 3).2.2. Test setup
A steel-loading frame was designed to perform the tests, as
shown in Fig. 4a. The horizontal loading system comprises a
2500 kN hydraulic actuator (Fig. 4b), which is part of a frame. The
lateral loading system was fixed to an auxiliary frame that trans-
mitted lateral loads to the test slab (Fig. 4c). The lateral load was ap-
plied to the specimen using a 500 kN double effect hydraulic jack.The forces applied by the hydraulic actuators were controlled
by two load cells: a 2000 kN cell, attached to a plate in the horizon-
tal loading system frame, and a 500 kN cell, between the specimen
and the hydraulic actuator of the lateral load system.
More detailed information on the test setup, instrumentation,
and test procedure can be found in Caballero-Morrison et al. [6].
2.3. Instrumentation
Strain gauges were placed in eight sections at only one side of
the specimen (Fig. 5). To ensure that the instrumented side was
the first to reach failure, an additional longitudinal bar was posi-
tioned at a distance greater than the potential length of the plastic
hinge in the top and in the bottom faces.
To measure displacements 15 LVDTs were used. Devices 1–10
recorded the lateral displacement of the specimen (Fig. 6). The
rotation of the central element (stub) was obtained from the re-
cords of devices 7 and 8. LVDT 11 recorded the transverse displace-
ment of the specimen due to possible geometric imperfections or
lateral instability (Fig. 6), even though this effect was observed
as negligible during the tests even when the damage level was very
high. LVDTs 12–15 (Fig. 7a and b), were designed to indirectly re-
cord the average bending curvature at 70 mm and at 170 mm from
the column-stub interface.
2.4. Test procedure
First, a constant horizontal load corresponding to the relative
normal force was applied, and next the cyclic lateral load. The
first load cycle was carried out with load-control until the total
bending moment (Mcs) was 75% of the ultimate bending moment
(Mu) at the critical section (at 70 mm from the column-stub
interface, see Fig. 8) in each direction of the tip displacement
(Dþ1 and D






(A) Horizontal load system
(B) Lateral load system
(A) (A)
Fig. 4. Photograph of experimental setup and testing frame.
Table 3
Results of 3-point bending tests.
Id Specimen fL (MPa) fR,1 (MPa) fR,2 (MPa) fR,3 (MPa) fR,4 (MPa)
N6 HF30L05V2S600 4.41 5.20 7.66 7.15 5.87
N7 HF60L05V2S100 5.20 9.59 11.86 10.01 8.11
N8 HF60L05V2S50 6.99 11.29 12.89 11.42 10.20
N9 HF60L05V2S600 5.00 12.53 14.64 12.52 11.28
N10 HF60L05V1S50 5.75 11.05 15.11 14.46 11.50
N11 HF60L10V1S70 5.92 12.21 14.27 13.61 12.24
N12 HF60L10V2S70 5.20 9.41 10.49 9.25 7.08
N13 NF30L05V2S100 2.89 2.89 2.90 2.91 2.91
N14 NF60L05V2S100 4.41 6.51 7.24 7.18 6.37







100100 100 250600400 
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Fig. 6. Lateral displacement measurements (unit: mm).
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Additional longitudinal bar 







Strain gauges Section  B-B’ Section  A-A’ 
C8
100 100
Fig. 5. Top view of the strain gauges disposal (unit: mm).
568 K.E. Caballero-Morrison et al. / Engineering Structures 57 (2013) 565–577following EC-2 [12]. This took into account the properties of the
materials and the axial force pre-applied. The effect of confine-
ment of concrete and steel fibers was neglected, and no safety
factors were considered. During the first cycle, it was possible
to obtain the maximum and minimum displacements at the endsof the column (Dþ1 and D

1 , at 0.75Mu and 0.75Mu, respectively,
Fig. 9). The nominal elastic displacement Dy was calculated on





























Fig. 7. Horizontal displacement measurements (unit: mm).
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control by imposing a displacement of D = lDy, where l was the
nominal displacement ductility factor. Thus, at the beginning of
the second cycle l = 1, and then D increased Dy every two cycles
[16] (Fig. 9). Fig. 8 shows how to calculate D displacement at the
end of the column and the total bending moment (Mcs) at the critical
section.
A conventional failure criterion was fixed in all tests, assuming
a 20% loss of strength capacity in terms of lateral load or bending
moment [16,26].(a)
0.75Mu
  - 0.75Mu
























Fig. 8. Idealization3. Test results and observations
Figs. 10 and 11 show the load–displacement diagrams recorded,
and Table 4 shows a summary of the main test results.3.1. General behavior
The following general observations were made:
1. Concrete cover spalled in all specimens (Figs. 10 and 11). In HSC
specimens spalling (Fig. 12a) was due to the development of
splitting cracks in the concrete surrounding the longitudinal
reinforcement [10]. With the addition of fibers, this effect
diminishes (Fig. 12a vs. d and b vs. e) and concrete did not
clearly spall, except in the cases of NF60L05V2S600,
HF30L05V2S600, and HF60L05V2S600, with 600 mm stirrup
spacing (Fig. 12c and f).
2. The longitudinal reinforcement yielded in all NSC and HSC spec-
imens (Figs. 10 and 11).
3. The critical region length lcr of each column specimen was eval-
uated following the physical observation method proposed by
Pam and Ho [24]. Regarding the lcr/h ratio (critical region length
lcr over the total depth of the section (h)), it was observed that it
increased with the slenderness, the axial force applied, and the
transverse reinforcement spacing, and decreased with the
inclusion of steel fibers (Table 4). This ratio was similar for








































c = 70 mm  













-75 -45 -15 15 45 75



































-75 -50 -25 0 25 50 75



































-75 -50 -25 0 25 50 75





































-75 -45 -15 15 45 75





































-150 -100 -50 0 50 100 150




































-150 -100 -50 0 50 100 150

































-150 -100 -50 0 50 100 150



































-150 -100 -50 0 50 100 150


























Fig. 11. Lateral load vs. tip displacement. HSC: effect of slenderness and steel fibers.
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Table 4
Summary of test results.





N1 HF00L05V2S100 2 Yes 0.50 1.92
N2 HF00L05V2S50 2 – 0.23 0.88
N3 HF00L05V1S50 5 Yes 0.36 1.38
N4 HF00L10V1S70 3 – 0.20 1.43
N5 HF30L05V2S600 2 Yes 0.30 1.15
N6 HF60L05V2S100 2 Yes 0.30 1.15
N7 HF60L05V2S50 3 Yes 0.22 0.85
N8 HF60L05V2S600 2 Yes 0.34 1.31
N9 HF60L05V1S50 6 Yes 0.14 0.54
N10 HF60L10V1S70 6 – 0.20 1.43
N11 HF60L10V2S70 2 Yes 0.19 1.36
N12 NF00L05V2S100 2 Yes 0.35 1.35
N13 NF30L05V2S100 2 Yes 0.20 0.77
N14 NF60L05V2S100 3 Yes 0.24 0.92
N15 NF60L05V2S600 2 Yes 0.35 1.35
K.E. Caballero-Morrison et al. / Engineering Structures 57 (2013) 565–577 571(for kV = 5.77 and m = 0.10) and 1.92h (for kV = 5.77 and
m = 0.35).
4. Nonfibrous specimens suffered major damage (Fig. 12a and b),
and cracks orientation is vertical in most cases. In fibrous spec-
imens the crack distribution showed greater smearing (Fig. 12d
and e), with the exception of specimens with st = 600 mm, these
were NF60L05V2S600, HF30L05V2S600 and HF60L05V2S600. In
these a typical shear failure occurred after stirrup yielding,
spalling of concrete cover, and buckling of the longitudinal bars
(Fig. 12c and f).
5. The section connecting the stub and the semi-column was not
damaged in most specimens (stub effect), despite being sub-
jected to the maximum bending moment (Fig. 12). According
to other authors [26,19] this fact is explained by the confine-
ment effect caused by the stub in the nearby sections. For this
reason, the critical section was positioned 70 mm away from
the stub within the critical region zone (Fig. 8). Therefore, the
moment – curvature diagram is calculated at 70 mm from the
column-stub interface.
6. While nonfibrous HSC columns subjected to medium axial load
level (m = 0.35) did not show post-peak behavior (Fig. 10c), the
inclusion of steel fibers improved it markedly (Fig. 10d).(b) NF00L05V2
(e) NF60L05V2
(a) HF00L05V2S100 (μ=2) 
(d) HF60L05V2S100 (μ=2) 
Fig. 12. Specimen be7. It was found that buckling of the longitudinal reinforcement
had an important influence on the deformation capacity of the
column. This occurred when the reinforcement yielded (since
this significantly decreased the stiffness of the reinforcement),
and the concrete cover spalled. Rebar buckling was observed
in the following cases:
(a) In the columns with kV = 5.77, with an axial load level of
m = 0.35, without fibers, for NSC and HSC, and with
st = 100 mm and st = 600 mm. In these cases the nominal
ductility l achieved was 2. The presence of steel fibers sig-
nificantly delayed rebar buckling in NSC specimens
(between l = 2 and l = 3), and slightly in HSC specimens.
The effect of the inclusion of steel fibers in HSC was less
favorable than in NSC due to a previous development of
splitting cracks in the plane defined by the longitudinal
reinforcement, which generated a weak plane. However, if
the transverse reinforcement spacing st decreased to
50 mm, in nonfibrous HSC columns the longitudinal rein-
forcement did not suffer buckling (l = 2), and with fibers
it occurred at a higher ductility (l = 3).
(b) In the columns with kV = 5.77, and axial load m = 0.10, with
or without fibers, for HSC. The longitudinal reinforcement
buckled at a nominal ductility l between 5 and 6.
(c) In the specimen HF60L10V2S70, with kV = 10.71, axial load
m = 0.35, with fibers, with st = 70 mm, and with HSC. In this
case the nominal ductility l achieved was 2. None of the
specimens suffered buckling for a level of axial load m = 0.10.
To sum up, the longitudinal reinforcement did not buckle in the
following specimens: HF00L05V2S50, HF00L10V1S70, and
HF60L10V1S70.
Therefore, the occurrence of buckling of the longitudinal rein-
forcement in compression depends on the ductility achieved, the
type of concrete (NSC and HSC, with or without fibers), the axial
load level, the diameter of the longitudinal reinforcement, and
the transverse reinforcement spacing. EC-8 [13] includes different
transverse reinforcement spacings to achieve the ductility required
to prevent bars from buckling after concrete cover spalls (8/l for
DCM and 6/l for DCH, where /l is lowest diameter of the reinforce-
ment in compression). However, ACI-318 (08) [1] considers aS100 (μ=2) 
S100 (μ=3) (f) NF60L05V2S600 (μ=2) 















































N1 HF00L05V2S100 17.82 42.18 2.37 11.77 20.64 1.75 No ductility 114.63 1.22 133.25 1.41
N2 HF00L05V2S50 15.64 45.98 2.94 9.41 17.83 1.89 No ductility 90.17 0.92 106.99 1.10
N3 HF00L05V1S50 17.27 73.77 4.27 18.75 66.60 3.55 Medium 65.59 0.96 84.47 1.06
N4 HF00L10V1S70 13.14 67.18 5.11 24.96 91.05 3.65 Medium 18.36 0.99 17.76 1.34
N5 HF30L05V2S600 16.02 32.27 2.01 12.98 18.12 1.40 No ductility 118.27 1.15 138.83 1.33
N6 HF60L05V2S100 15.53 54.11 3.48 13.64 26.27 1.93 No ductility 123.39 1.18 145.51 1.39
N7 HF60L05V2S50 24.95 106.09 4.25 12.63 32.28 2.56 Low 111.47 1.04 123.78 1.15
N8 HF60L05V2S600 17.97 47.60 2.65 14.60 22.25 1.52 No ductility 118.66 1.13 136.29 1.29
N9 HF60L05V1S50 21.00 103.82 4.94 24.42 82.66 3.38 Medium 78.37 0.89 94.87 0.90
N10 HF60L10V1S70 17.03 74.97 4.40 16.96 63.92 3.77 Medium 19.73 0.83 20.16 1.06
N11 HF60L10V2S70 8.05 35.90 4.46 12.80 35.94 2.81 Low 32.41 1.09 24.77 –
N12 NF00L05V2S100 18.57 69.15 3.72 11.48 31.20 2.72 Low 71.68 1.01 85.81 1.11
N13 NF30L05V2S100 13.51 63.95 4.74 10.91 34.93 3.20 Medium 71.25 0.99 80.97 1.02
N14 NF60L05V2S100 20.79 112.34 5.40 11.43 38.57 3.37 Medium 70.83 0.96 83.79 1.06
N15 NF60L05V2S600 22.95 75.59 3.29 14.48 31.42 2.17 Low 71.24 0.98 85.75 1.03
572 K.E. Caballero-Morrison et al. / Engineering Structures 57 (2013) 565–577maximum stirrup spacing of 6/l, which is not dependent on duc-
tility. It is interesting to note that for the most restrictive limitation
(6/l), ACI-318 (08) [1] remains on the unsafe side (Table 4) for
/l = 12 mm and st = 50 mm (<6/l = 72 mm). Furthermore, none of
these codes take into account the fact that the separation depends
on the type of concrete (NSC or HSC) and the steel fiber content.
Therefore, it is necessary to perform further experimental tests.
These experimental tests could be used to validate an analytical
model to take into account the interaction between the cover spall-
ing and the concrete core induced by transverse steel stirrups and
steel fibers, and also the buckling of longitudinal reinforcing bars.
Furthermore, these results could be used to verify the stability con-
dition [8].
3.2. Ductility
The ductility parameters were obtained from the idealization of
the real envelope diagram, see Fig. 13 [26,16,6]. The elastic branch
intersects with the real envelope curve (V  D or M  u) up to 75%
of Vmax or Mmax. The ultimate displacement (Du) or the ultimate
curvature (uu) in the real envelope curve correspond to the situa-
tion of conventional failure (20% loss of capacity), or the maximum
displacement or curvature recorded if there was no such loss. Both
the lateral load Vu and the bending moment Mu are obtained by
imposing energy equilibrium between the idealized bilinear dia-
gram and the real envelope curve. The ultimate displacement duc-
tility is defined as lDu = Du/DyI; and the ultimate curvature
ductility is defined as luu = uu/uyI.Table 5 shows the results of ductility in the specimens. Further-
more, the level of ductility reached based on the classification of
the Spanish seismic code NCSR-02 [23] is included: high ductility
(lDu P 4), medium ductility (4 > lDu P 3), low ductility
(3 > lDu P 2), or no ductility (2 > lDu P 1). It can be observed that:
(a) HSC specimens without steel fibers, for m = 0.10 show medium
levels of ductility, while for m = 0.35 there is no ductility; (b) HSC
specimens with steel fibers, for m = 0.10 show medium levels of
ductility; for m = 0.35, with st = 50 mm show low level, and with
st = 100 mm or 600 mm show no ductility; (c) NSC specimens with-
out fibers, for m = 0.35 show low ductility; (d) NSC specimens with
fibers show medium ductility, except for specimens with
st = 600 mm which have low ductility. It has been seen that mini-
mum transverse reinforcement spacing is required in order to pre-
vent the longitudinal reinforcement in compression from buckling.
In the case of stirrup spacing greater than this minimum the inclu-
sion of steel fibers does not improve column ductility.
With the exception of nonfibrous specimens with m = 0.10, the
EC-8 [13] conservative expression that relates both types of ductil-
ity (luu = 2lDu  1) is fulfilled.3.3. Strength capacity
Table 5 shows the maximum lateral load (Vmax) and the maxi-
mum bending moment in the critical section (Mmax). In both cases,
the effects of self-weight and second-order effects (for the calcula-
tion of the bending moment) have been considered.
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4.1. Effects of confinement and inclusion of steel fibers
Fig. 14 shows the results for the analysis of the effects of confine-
ment and the inclusion of fibers. Ductility (lDu, luu), and strength
capacity (Vmax, Mmax) are evaluated as a function of the residual ten-
sile strength fR3. There are six specimens for comparison:
HF00L05V2S50, HF60L05V2S50, HF00L05V2S100, HF60L05V2S100,
HF30L05V2S600, and HF60L05V2S600. The numerical results are
shown in Table 5.
For all the specimens selected, slenderness is 5.77, average con-
crete compressive strength 73.52 MPa, and average relative normal
force 0.34. The values are presented as a function of the transverse
reinforcement spacing: 600, 100, and 50 mm. This corresponds to
confinement effectiveness factors of 0.01, 0.02, and 0.05 respec-
tively. Moreover, Fig. 14b shows the predicted ductility according
to EC-8[13]:
luu ¼
a xx þ 0:035




where md is the reduced axial compressive force, esy,d is the deforma-
tion in the steel for the design stress fy, bc is the width of the cross-
section, and bo is the width of the confined core (to the centerline of
the hoops). Safety factors are taken to equal one.
The displacement ductility increases with the confinement
effectiveness factor, as predicted (Fig. 14a). Thus, in nonfibrous
specimens with double transverse reinforcement ratio there was
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Fig. 14. Deformation and strength capacity: effectHF00L05V2S50). The series corresponding to axx = 0.02
(st = 100 mm) shows that steel fibers improve the deformation
capacity of the specimen (HF00L05V2S100 vs. HF60L05V2S100)
by 10%. Steel fibers improve concrete post-peak behavior, and de-
lay the effect of concrete spalling.
For axx = 0.05 (st = 50 mm) series, 60 kg/m3 of fibers show a
42% improvement in ductility, HF00L05V2S50 (Fig. 10c) vs.
HF60L05V2S50 (Fig. 10d). In this case, steel fibers improve post-
peak behavior. The longitudinal reinforcement in compression
does not suffer buckling for specimen HF00L05V2S50, while buck-
ling does occur for HF60L05V2S50, where the deformation of the
bar in compression is the greatest at failure. Steel fibers increase
the bending curvature in the sections included in the plastic hinge,
and also the deformation of the compressed reinforcement, in
comparison to the nonfibrous specimen. The stiffness of the rebar
in compression decreases significantly, and buckling occurs as a re-
sult of concrete spalling.
Moreover, specimens HF30L05V2S600 (st = 600 mm and 30 kg/
m3 of fibers) and HF60L05V2S600 (st = 600 mm and 60 kg/m3 of fi-
bers) have no ductility (lDu is 1.4 and 1.52 respectively). In this
case, the possible beneficial effect of the fibers does not occur be-
cause of the compression reinforcement buckling (Fig. 12c).
The curvature ductility (luu) shows the same tendency as the
displacement ductility lDu (Fig. 14a and b). In this case fibers im-
prove the curvature ductility by more than 40% for 100 and 50 mm
transverse reinforcement spacing. This value is on the safe side
compared with the predicted value of ductility as stated in EC-8
[13], which does not take into account the favorable effect of the
inclusion of steel fibers into the concrete mixture. Since the ideal
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occurs thanks to the improvement in the concrete post-peak
behavior.
The mean value of the nondimensional lateral load Vmax/(bhfc)
is 0.05 with a CV = 12% for the 7 specimens analyzed (Fig. 14c). The
scatter of the results is reasonable in this type of laboratory test.
Consequently, no significant variation is found in the lateral load
due to the confinement or the inclusion of steel fibers.
Finally, the mean value of the nondimensional ultimate bending
moment, Mmax/(bh2fc) is 0.15 with CV = 12% for all 7 specimens
analyzed (Fig. 14d). The scatter of results is reasonable for this type
of test. Results show the same tendency as for the case of maxi-
mum load. Moreover, the ultimate bending moment does not in-
crease due to the effect of confinement or the inclusion of fibers.
4.2. Effect of concrete strength
Fig. 15 shows the results for the analysis of the effect of the con-
crete strength in comparison with the deformation capacity (lDu,
luu), and the strength capacity (Vmax, Mmax) as a function of resid-
ual tensile strength fR3. All specimens have a slenderness of 5.77
and are subjected to a relative normal force of 0.34. The following
specimens are analyzed: four HSC specimens, one without fibers
(HF00L05V2S50) and three with fibers (HF60L05V2S50,
HF30L05V2S600 and HF60L05V2S600), and four NSC specimens,
one without fibers (NF00L05V2S100) and three with fibers
(NF30L05V2S100, NF60L05V2S100 and NF60L05V2S600). The
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Fig. 15. Deformation and strength cappresented by type of concrete (NSC or HSC), and by level of con-
finement (axx, 0.01 and 0.04). Furthermore, the value of ductility
according to Eq. (2) is shown in Fig. 15b.
For the same level of confinement axx the displacement duc-
tility (lDu) registered in the NSC specimens is higher than in the
HSC ones (Fig. 15a). In the analysis of the series corresponding to
a level of confinement axx of 0.04 (with st = 100 mm for NSC
and st = 50 mm for HSC) it can be observed that HSC specimens
are less ductile than NSC. This happens despite there being a great-
er possibility of buckling of the longitudinal reinforcement in com-
pression in NSC due to a major transverse reinforcement spacing st.
In both cases the inclusion of steel fibers improved ductility
(Figs. 10 and 15a) for 60 kg/m3 in by more than 40% for HSC and
by 25% in NSC. The favorable effect of steel fibers is more evident
in HSC than NSC since HSC is more brittle than NSC (Fig. 10a and
c). It is worth noting that HSC specimen HF60L05V2S50 shows a le-
vel of ductility similar to that of NSC NF00L05V2S100. Therefore,
similar levels of ductility to those of NSC can be achieved in HSC
by including steel fibers. Regarding the specimens with
st = 600 mm (axx = 0.01) for NSC and HSC the favorable effect of
the fibers does not occur as the buckling of the longitudinal rein-
forcement in compression results in a significant loss of load capac-
ity (Fig. 12c and f).
The curvature ductility (luu) shows approximately the same
tendency as the displacement ductility (lDu) (Fig. 15a and b). For
all specimens, maintaining the same parameters, NSC specimens
show a curvature ductility 25% greater than that of HSC. The
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axx = 0.04.
In theory, according to EC-8 [13], Eq. (2), the curvature ductility
does not depend on the type of concrete. However, the curvature
ductility achieved is different in HSC and NSC nonfibrous speci-
mens. Regarding the comparison with the predicted values of duc-
tility according to EC-8 [13] it can be observed that this code
remains on the safe side.
The nondimensional lateral load Vmax/(bhfc) does not show a
significant variation as a result of the effect of confinement or
the inclusion of steel fibers (Fig. 15c), for NSC (mean value = 0.07,
CV = 4.09%) or for HSC (mean value = 0.04, CV = 10.41%).
Regarding the nondimensional ultimate bending moment Mmax/
(bh2fc), the results obtained show the same tendency as for the
nondimensional lateral loads. Thus, for NSC (mean value = 0.217,
CV = 2.26%) and for HSC (mean value = 0.14, CV = 10.40%) the ulti-
mate bending moment does not increase due to the effect of the
confinement or the inclusion of steel fibers. In both cases, it was
observed that after spalling of concrete cover, the capacity of the
confined core is less than the capacity of the full unconfined sec-
tion. Moreover, the longitudinal reinforcement is in tension at fail-
ure when the bending moment is maximum, and there is no
evidence of a significant improvement in the strength of the sec-
tion due to tensile residual strength produced by fibers.
This means the use of HSC including steel fibers (steel-fiber-
reinforced high-strength concrete, SFRHSC) with suitable position-
ing of transverse reinforcement can allow the design of columns
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Fig. 16. Deformation and strength capacity: effect oSFRHSC could be considered to be preferable to NSC in terms of
structural safety in areas with low to medium seismicity. However,
codes do not take this favorable effect into account for NSC or for
HSC. A more exhaustive study is required to assess the benefits
when using this type of concrete.
4.3. Effect of axial load and column slenderness
Fig. 16 shows the results for the analysis of the effect of the axial
load and the column slenderness in comparison with the deforma-
tion capacity (lDu, luu), and the strength capacity (Vmax, Mmax) as a
function of the relative normal force N/(bhfc). The results corre-
sponding to specimens with no fibers and with 60 kg/m3 of fiber
content are presented. The following specimens are analyzed:
three without fibers (HF00L05V2S50, HF00L05V1S50 and
HF00L10V1S70), and four with fibers (HF60L05V2S50,
HF60L05V1S50, HF60L10V1S70 and HF60L10V2S70). The numeri-
cal results are shown in Table 5. Results are presented by type of
concrete (with or without fibers) and by column slenderness. Fur-
thermore, the value of ductility according to Eq. (4) is shown in
Fig. 16b.
The effect of the axial load in comparison to the displacement
ductility lDu is analyzed (Table 5 and Fig. 16a). It can be observed
that ductility decreases in HSC columns with the axial load level for
fibrous and nonfibrous specimens and for any column slenderness.
In addition, fibrous columns suffered lower losses of ductility for
higher axial load levels. It is also worth noting that previous
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(kV < 6.5). This is also observed when analyzing curvature ductility
(Table 5).
On the other hand, it can be observed that the displacement
ductility lDu depends significantly on the slenderness (Fig. 16a),
so that the most slender columns have a greater deformation
capacity.
Although a greater column slenderness decreases the load
capacity of the column due to second-order effects, its deformation
capacity increases and a major ultimate displacement (Du) can be
achieved. The analysis of the effect of the slenderness requires fur-
ther research given the lack of experimental tests available on col-
umns with values of slenderness over 6.5.
Regarding the comparison with EC-8 [13] it is observed that
(Fig. 16b): (a) for low axial load levels, with or without steel fibers,
the expression included in the code is on the unsafe side; (b) for
the case of m = 0.35, the prediction is adequate for nonfibrous spec-
imens, while it is too conservative for fibrous specimens.
Regarding the maximum load and the ultimate bending moment
(Fig. 16c and d), a similar strength capacity is found in specimens
with and without fibers when other parameters are kept constant.
The other tendencies are as expected when the longitudinal rein-
forcement ratio, the slenderness, and the axial load level vary.5. Validation of simplified methods
A comparison was carried out between the experimental results
and the method proposed by EC-2 [12].
EC-2 [12] recommends the use of the moment magnification
method, which is based on the following factor dns to take sec-





where b = p2/12 for a symmetric triangular distribution of the first-
order moment, N is the design value of axial load, Ncr is the buckling
load, which is equal to p2  EI=l2p where EI is the nominal stiffness of
the column and lp is the effective buckling length. The nominal stiff-
ness of the column EI is evaluated according to expression 5.21, sec-
tion 5.8.7.3 EC-2 [12]. The semi-column is considered as a cantilever
column 1.5 m long (Fig. 1) and with an effective length lp = 3 m.
The parabola-rectangle diagram for concrete in compression
was used [12] to evaluate the ultimate bending moment resisted
by the section, no safety factors were considered. EC-2 [12] does
not take into account the effect of the residual tensile strength of
the steel fibers in the evaluation of the ultimate bending moment.
However, given the fact that the formulation included in MC [18] is
the same as in EC-2 [12], and that the former includes the effect of
the steel fibers using the rectangular method, MC [18] was used in
the validation.
Tables 5 and 6 show the results obtained for all the specimens
both for the maximum bending moment Mmax and for the maxi-
mum lateral load Vmax. It has not been possible to obtain the max-
imum lateral load Vmax for specimen HF60L10V2S70 because theTable 6
Average values. Comparison of experimental values and EC-2 (2004).
Mmax/MEC-2 Vmax/VEC-2
Average CV (%) Average CV (%)
NSC without fibers 1.01 – 1.11 –
NSC with fibers 0.98 1.45 1.04 1.80
HSC without fibers 1.04 13.69 1.13 17.24
HSC with fibers 1.06 13.48 1.16 19.35
All 1.03 11.47 1.12 15.55axial load achieved was greater than the buckling load Ncr obtained
the simplified method.
The prediction of the maximum bending moment (Mmax) of EC-
2 [12] is fairly accurate for NSC, and remains on the safe side for
HSC, with a high coefficient of variation in HSC. The following spec-
imens are significantly on the unsafe side (Table 5): HF60L05V1S50
and HF60L10V1S70. This result was expected in the specimens
with steel fibers subjected to low axial load levels, given that the
steel fibers did not improve the flexural capacity (Figs. 14d, 15d,
and 16d). For all tests, the average ratio is 1.03 and the coefficient
of variation is 11.47%. Regarding the maximum load capacity ob-
tained from EC-2 [12], the average ratio is 1.12 and the coefficient
of variation is 15.55%. Once again, the specimens that remain sig-
nificantly on the safe side are HF60L05V1S50 and HF60L10V1S70.6. Conclusions
The following conclusions are drawn in this study:
 The inclusion of steel fibers for NSC and HSC delays concrete
cover spalling, the buckling of the longitudinal reinforcement
bars in compression, and reduces the critical region length, as
there is minor damage in the area where the plastic hinge is
likely to occur. There is an improvement in curvature and dis-
placement ductility.
 There is no significant increase in the maximum load capacity
with the inclusion of steel fibers, for NSC or for HSC. This sug-
gests that the favorable effect of the residual tensile strength
fR3 decreases with the application of the cyclic loads.
 The ultimate displacement ductility lDu increases with the level
of confinement, the steel fiber content, and the column slender-
ness, and with a decrease in the axial load level and the concrete
strength. The ultimate curvature ductility luu increases with
the level of confinement, the steel fiber content, and with a
decrease in the axial load level and the concrete strength.
 In HSC columns, a suitable positioning of the transverse rein-
forcement and the inclusion of steel fibers (SFRHSC) make it
possible to reach levels of deformation capacity (ductility) sim-
ilar to those of NSC. However, codes such as EC-8 [13] do not
take this favorable effect into account. Accordingly, further
study is required to assess the benefits of the use of SFRHSC
concrete in low to medium seismic areas.
 To ensure the required deformation capacity it is necessary to
prevent the longitudinal reinforcement in compression from
buckling along the length where a plastic hinge may be devel-
oped. To this end, an appropriate transverse reinforcement
spacing depending on the level of axial load, the type of con-
crete (NSC or HSC, with or without fibers), the required defor-
mation capacity, and the diameter of the longitudinal
reinforcement must be fixed. The codes do not take these
parameters into account. To give recommendations and design
rules, further experimental and numerical studies should be
carried out. In these studies we should consider the interaction
between transverse reinforcement and steel fibers.
 The ratio between the critical region length and the total depth
of the section lcr/h in HSC columns increases with the column
slenderness, the axial load level, and the transverse reinforce-
ment spacing. Similar lcr/h ratios are obtained for NSC and
HSC assuming the same parameters in both cases.
 EC-8 [13] ductility predictions are on the safe side for medium
axial load levels, but on the unsafe side for low axial load levels,
and are conservative for fibrous specimens.
 Finally, the experimental results obtained were compared with
the method proposed in EC-2 [12]. The accuracy of this method
in predicting the ultimate bending moment is adequate, except
K.E. Caballero-Morrison et al. / Engineering Structures 57 (2013) 565–577 577in the cases of fibrous specimens subjected to low axial load
levels whose predicted values remain unsafe. The prediction
of the maximum load is more conservative with a high coeffi-
cient of variation.
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